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Sine filters with ACS800 drives

What this chapter contains

This chapter gives information on using sine filters with ACS800 single drives.

General
Sine filters are low-pass filters that suppress the high frequency components of the
drive output. The sine filters available for the ACS800 consist of single- or three-
phase reactors and delta- or star-connected capacitors.
The following diagram shows a drive system with a sine filter.
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The sine filters are used in conjunction with the ACS800 Standard Application
Program. The Scalar motor control mode (instead of DTC mode) is used with a sine
filter.
Voltage drop

At a frequency of 50 Hz and nominal drive output current, the sine filter drive
decreases the output voltage as follows:

Approximate voltage drop of the drive and the filter (%)

Nominal supply
voltage (V AC) ACS800-01 ACS3800-04 ACS800-04 ACS800-02

(Frames R2...R6) | (Frames R7, R8) ACS800-07

400 10 10 15 15
500 10 10 13 13
690 10 10 10 10

The voltage drop must be taken into account when dimensioning the motor and the
drive since decreasing the motor voltage will increase the current if the power is kept
at a constant level. At 60 Hz the voltage drop is approximately 20% higher.
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The voltage drop of the sine filter decreases the maximum available torque at the
motor. Therefore, operation above the field weakening point (FWP) and high
overloads are not recommended.

Motor cable length

The cable between the sine filter and the motor is not limited in length. However,
long motor cables cause an additional voltage drop which must be taken into
account in the dimensioning of the motor and the drive.

Peak voltage

The peak phase-to-phase voltage with the sine filter is approximately 1.5 x Uy; the
peak phase-to-ground voltage is approximately 2 x Uy.

Bearing currents

The sine filter will reduce circulating-type and shaft grounding-type bearing currents.

Parameter settings before use

The following drive parameter settings should be made before starting up a drive
equipped with a sine filter.

95.04 EX/SIN REQUEST

The parameter must be set to SIN or EX&SIN. For more information, see the
Firmware Manual of the drive.

Output frequency

The sine filter is designed for operation within the frequency range of 0.5 ... 120 Hz.
However, with non-regenerative drives without a brake chopper, it is recommended
that the drive output frequency be less than 1.1 x FWP (field weakening point)
because of possible self-excitation of the motor.

If a brake chopper is used and the maximum frequency exceeds 1.1 x FWP,
parameter 27.06 BC CTRL MODE must be set to COMMON DC.

Ambient conditions

The ambient condition requirements for the ACS800 also apply to the sine filter(s).
See the Hardware Manual of the drive.

Effect on the protective functions of the drive

The sine filter and/or long motor cables may cause impairments in the protective
functions of the drive such as the overcurrent, short circuit, and motor phase loss
protections. See the Firmware Manual for more information on these protections.

Sine filters with ACS800 drives



ACS800-01 and sine filters

Installation, enclosure and cooling

Sine filters for ACS800-01 are available in IPO0 and IP23. IPOO filters must be
installed in an adequate enclosure or cabinet to ensure safety. The free space
around the filter must be at least one third (1/3) of dimension A shown in the

15

dimension drawing on page 44. IP23 filters can be installed side by side. The filters
are cooled by natural convection; it must be made sure that there is enough cooling
air available and that the hot air can freely escape the filter enclosure or cubicle.

Motor cabling

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of
the drive.

Rating table for ACS800-01 drives with a sine filter

Aggit;lgo%gi.. Frame | Filtertype | cortmex | Peontmax :i:aattidolz ﬂgx:vr :g:f Srigtl;i:i:; Height | Width | Depth | Weight
A kW w m°/h | dBA IPxx mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415V
0005-3 R2 NSIN0006-5 | 8.5 3 180 35 67 IP00/IP23 | 160/234 | 155/230 | 120/170 6/9
0011-3 R3 NSIN0016-5 19 75 350 69 68 IP00/IP23 | 280/460 | 240/470 | 190/270 15/26
0016-3 R3 NSIN0020-5 25 11 450 69 68 IP00/IP23 | 280/460 | 240/470 | 200/270 19/30
0020-3 R3 NSIN0025-5 33 15 560 69 68 IP00/IP23 | 280/460 | 240/470 | 210/270 21/32
0025-3 R4 NSIN0030-5 44 22 630 103 69 IP00/IP23 | 280/460 | 240/470 | 220/270 26/37
0030-3 R4 NSIN0040-5 54 26 730 103 69 IPO0/IP23 | 315/460 | 300/470 | 228/270 34/45
0040-3 R5 NSIN0050-5 72 35 950 250 73 IP00/IP23 | 315/510 | 300/580 | 240/325 37/53
0050-3 R5 NSIN0060-5 86 42 1100 250 73 IPO0/IP23 | 320/510 | 300/580 | 270/325 53/69
0060-3 R5 NSIN0070-5 | 102 52 1500 250 73 IP00/IP23 | 415/510 | 360/580 | 210/325 66/82
0075-3 R5 NSINO0100-5 [ 125 63 1800 250 75 IP00/IP23 | 415/620 | 360/700 | 225/425 69/99
0070-3 R6 NSINO100-5 | 141 71 1800 405 75 IP00/IP23 | 415/620 | 360/700 | 225/425 69/99
0100-3 R6 NSIN0120-5 | 164 84 2200 405 75 IPO0/IP23 | 415/620 | 360/700 | 240/425 | 75/105
0120-3 R6 NSIN0140-5 | 199 102 2700 405 75 IP00/IP23 | 450/620 | 400/700 | 500/525 | 120/165
0135-3 R6 NSIN 0315-6 | 225 110 3900 1105 79 IPOO 2060 400 600 230
0205-3 R6 NSIN 0315-6 | 260 130 5500 1105 79 IPO0 2060 400 600 230

Three-phase supply voltage 380 V, 400 V, 415V, 440V, 460 V, 480 V or 500 V
0006-5 R2 NSIN0006-5 | 8.1 4.4 200 35 67 IP00/IP23 | 160/234 | 155/230 | 120/170 6/9
0016-5 R3 NSIN0016-5 19 1 440 69 68 IP00/IP23 | 280/460 | 240/470 | 190/270 15/26
0020-5 R3 NSIN0020-5 25 15 550 69 68 IP00/IP23 | 280/460 | 240/470 | 200/270 19/30
0025-5 R3 NSIN0025-5 33 20 600 69 68 IP00/IP23 | 280/460 | 240/470 | 210/270 21/32
0030-5 R4 NSIN0030-5 42 26 700 103 69 IP00/IP23 | 280/460 | 240/470 | 220/270 26/37
0040-5 R4 NSIN0040-5 47 29 900 103 69 IP00/IP23 | 315/460 | 300/470 | 228/270 34/45
0050-5 R5 NSIN0050-5 65 40 1100 250 73 IP00/IP23 | 315/510 | 300/580 | 240/325 37/53
0060-5 R5 NSIN0060-5 79 48 1300 250 73 IP00/IP23 | 320/510 | 300/580 | 270/325 53/69
0070-5 R5 NSIN0070-5 94 60 1800 250 73 IP00/IP23 | 415/510 | 360/580 | 210/325 66/82
0105-5 R5 NSINO0100-5 [ 125 78 2500 250 75 IP00/IP23 | 415/620 | 360/700 | 225/425 69/99
0100-5 R6 NSINO100-5 | 124 78 2300 405 75 IP00/IP23 | 415/620 | 360/700 | 225/425 69/99
0120-5 R6 NSIN0120-5 | 155 99 2500 405 75 IPO0/IP23 | 415/620 | 360/700 | 240/425 | 75/105
0140-5 R6 NSIN0140-5 | 177 114 3500 405 75 IP00/IP23 | 450/620 | 400/700 | 500/525 | 120/165
0165-5 R6 NSIN0315-6 [ 225 137 4600 1105 79 IPOO 2060 400 600 230
0255-5 R6 NSIN0315-6 | 260 160 6100 1105 79 IPOO 2060 400 600 230

Notes:

*Combined value for drive and filter.

**Applies to drive only.
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A kW w m>/h | dBA IPxx mm mm mm kg

Three-phase supply voltage 525V, 550 V, 575V, 600 V, 660 V, or 690 V
0011-7 R4 NSIN0011-7 13 10.6 400 103 67 IPO0/IP23 | 280/460 | 240/470 | 190/270 20/31
0016-7 R4 NSIN0020-7 17 14 460 103 67 IPO0/IP23 | 280/460 | 240/470 | 220/270 26/37
0020-7 R4 NSIN0020-7 22 18 560 103 68 IPO0/IP23 | 280/460 | 240/470 | 220/270 26/37
0025-7 R4 NSIN0025-7 25 21 650 103 68 IPO0/IP23 | 320/510 | 300/580 | 222/325 35/51
0030-7 R4 NSIN0040-7 31 26 740 103 69 IPO0/IP23 | 320/510 | 300/580 | 235/325 40/56
0040-7 R4 NSIN0040-7 34 29 820 103 70 IPO0/IP23 | 320/510 | 300/580 | 235/325 40/56
0050-7 R5 NSIN0060-7 48 40 1000 250 73 IPO0/IP23 | 330/510 | 300/580 | 275/325 57/73
0060-7 R5 NSIN0060-7 52 46 1200 250 73 IPO0/IP23 | 330/510 | 300/580 | 275/325 57/73
0070-7 R6 NSINO070-7 79 69 1500 405 75 IPO0/IP23 | 415/510 | 360/580 | 240/325 75191
0100-7 R6 NSIN0120-7 93 82 1900 405 75 IPO0/IP23 | 500/510 | 420/580 | 290/325 | 126/142
0120-7 R6 NSINO0120-7 | 104 92 2300 405 75 IPO0/IP23 | 500/510 | 420/580 | 290/325 | 126/142
0145-7 R6 NSIN0210-6 | 134 113 4700 1105 79 1PO0 2060 400 600 250
0175-7 R6 NSIN0210-6 | 148 125 4700 1105 79 IP0O0 2060 400 600 250

Notes:

*Combined value for drive and filter.

**Applies to drive only.
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ACS800-02 and sine filters

Installation, enclosure and cooling

Sine filters for ACS800-02 are available as IP0O kits that include the choke unit,
capacitors and cooling fan. The filters must be installed in an adequate enclosure or
cabinet to ensure safety.

The following table lists the contents of the filter kits.
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| Filter type | Part designation | Qty | Name | Type Technical data
L40 1 | Choke module | NSUL0210-6 150 kg
NSIN0210-6 | C41_43.1 3 | AC capacitor B25834-S0226-K*14 22 pF
Y41 1 | Cooling fan W2E200-HH38-06 230 V AC, 50/60 Hz, 67/79 W
L40 1 | Choke module | NSUL0315-6 150 kg
NSIN0315-6 | C41_43.1 3 | AC capacitor B25834-D7336-K004 33 uF
Y41 1 | Cooling fan W2E200-HH38-06 230 V AC, 50/60 Hz, 67/79 W
L40 1 | Choke module | NSUL0485-6 160 kg
NSIN0485-6 | C41_43.1 3 | AC capacitor B25834-D7606-K*14-1 | 60 uF
Y41 1 | Cooling fan W2E200-HH38-06 230 V AC, 50/60 Hz, 67/79 W
L40 1 | Choke module | NSUL0900-6 370 kg
C41_431 3 | AC capacitor B25834-D7826-K**4-1 |82 uF
NSIN0900-6
Y41 1 | Cooling fan D4E225-CC01-39 230 V AC, 50/60 Hz, 2.8 A
1 | Wire set For fan Y41
L40 1 | Choke module | NSUL1380-6 490 kg
C41_43.1,C41_43.2 6 | AC capacitor B25834-D7606-K*14-1 | 60 uF
NSIN1380-6
Y41 1 | Cooling fan D4E225-CC01-39 230 V AC, 50/60 Hz, 2.8 A
1 | Wire set For fan Y41

The choke module must be adequately supported, and fixed horizontally (all types)
and vertically (NSIN0210-6, NSIN0315-6, NSIN0485-6).

The capacitors of the filter need not be in the airflow. However, they should not be
installed in the hot region above the choke module. The dimensions of the capacitors
are as follows:

. Quantity of Diameter Height of can Height including
Filter type . "
capacitors (mm) (mm) terminals (mm)
NSIN0210-6
NSINO315-6 3 99 176 223
NSIN0485-6 3 122 176 223
NSIN0900-6 122 248 325
NSIN1380-6 122 176 223

Sine filters with ACS800 drives
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The overpressure disconnector can extend the capacitor by 8 mm. Therefore
sufficient space must be left above the terminals when mounting the capacitors.

The capacitors are connected in delta. In NSIN1380-6, two capacitors are connected
in parallel. The minimum cross-sectional area of capacitor wiring is as follows:

. Wire size
Filter type (mm?)
NSIN0210-6, NSIN0315-6, NSIN0485-6 35
NSIN0900-6, NSIN1380-6 50

See the chapter lllustrations for cabinet assembly examples.

The filters are cooled by a fan; the airflow must be directed through the choke unit,
and recirculation prevented e.g. with an air baffle. It must be made sure that there is
enough cooling air available and that the hot air can freely escape the filter
enclosure or cubicle.

The cooling fan must be provided with a 230 V AC supply.

Motor cabling

The maximum cable length between the drive and the filter is 5 metres. If the
required length exceeds 5 metres, du/dt filters must be used at the drive output. The
cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of
the drive.

Sine filters with ACS800 drives
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Rating table for ACS800-02 drives with a sine filter

* is- Air flow *Noi
A(I:D g';’go%';? _| Frame | Filter type Jeontmax | Peontimex :Ii?:ﬁdolz Drive | Filter | Total :i?’I‘JS'e preOgtl::f:i:’:.:l Height | Width | Depth | Weight
A kw w m3h | m¥%h | m¥%h | dBA IPxx mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415 V
0140-3 R7 | NSIN0315-6 | 206 100 4100 540 700 | 1240 79 IPOO **2060 | **400 **600 | ***230
0170-3 R7 | NSINO315-6 | 248 120 4900 540 700 | 1240 79 IPOO **2060 | **400 **600 | ***230
0210-3 R7 | NSINO0315-6 | 266 130 5600 540 700 | 1240 79 IPOO **2060 | **400 **600 | ***230
0260-3 R8 | NSIN0485-6 | 445 215 8800 1220 | 700 | 1920 80 IPOO **2060 | **400 **600 | ***250
0320-3 R8 | NSIN0900-6 | 521 250 9700 1220 | 2000 | 3220 80 1PO0 **2120 | **1000 | **640 [ ***690
0400-3 R8 | NSIN0900-6 | 602 295 11100 1220 | 2000 | 3220 80 1PO0 **2120 | **1000 | **640 [ ***690
0440-3 R8 | NSIN0900-6 | 693 340 12100 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0490-3 R8 | NSIN0900-6 | 720 350 12600 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690

Three-phase supply voltage 380 V, 400 V, 415V, 440V, 460 V, 480 V or 500 V
0170-5 R7 [ NSIN0O315-6 | 196 125 4300 540 700 | 1240 79 1PO0 **2060 | **400 **600 | ***230
0210-5 R7 [ NSIN0315-6 | 245 150 5400 540 700 | 1240 79 IPO0 **2060 | **400 **600 | ***230
0260-5 R7 [ NSIN0315-6 | 258 160 6200 540 700 | 1240 79 1PO0 **2060 | **400 **600 | ***230
0320-5 R8 [ NSIN0485-6 | 440 275 9600 1220 | 700 | 1920 80 IP0O0 **2060 | **400 **600 | ***250
0400-5 R8 [ NSIN0900-6 | 515 320 11100 1220 | 2000 | 3220 80 1P0O0 **2120 | **1000 | **640 [ ***690
0440-5 R8 [ NSIN0900-6 | 550 345 11100 1220 | 2000 | 3220 80 1P00 **2120 | **1000 | **640 [ ***690
0490-5 R8 [ NSIN0900-6 | 602 375 11900 1220 | 2000 | 3220 80 1PO0 **2120 | **1000 | **640 [ ***690
0550-5 R8 [ NSIN0900-6 | 684 430 13400 1220 | 2000 | 3220 80 1PO0 **2120 | **1000 | **640 [ ***690
0610-5 R8 [ NSIN0900-6 | 700 440 14100 1220 | 2000 | 3220 80 1PO0 **2120 | **1000 | **640 [ ***690

Three-phase supply voltage 525 V, 550 V, 575V, 600 V, 660 V, or 690 V
0140-7 R7 [ NSINO210-6 | 130 115 4000 540 700 | 1240 78 IPO0 **2060 | **400 **600 | ***250
0170-7 R7 [ NSINO210-6 | 142 125 4600 540 700 | 1240 79 IPO0 **2060 | **400 **600 | ***250
0210-7 R7 [ NSINO210-6 | 169 150 6000 540 700 | 1240 79 IPO0 **2060 | **400 **600 | ***250
0320-7 R8 [ NSIN0485-6 | 315 280 9000 1220 | 700 | 1920 80 1PO0 **2060 | **400 **600 | ***250
0400-7 R8 [ NSIN0485-6 | 336 300 9700 1220 | 700 | 1920 80 IPO0 **2060 | **400 **600 | ***250
0440-7 R8 [ NSIN0485-6 | 367 330 10700 1220 | 700 | 1920 80 1PO0 **2060 | **400 **600 | ***250
0550-7 R8 [ NSIN0485-6 | 444 395 12300 1220 | 700 | 1920 80 1PO0 **2060 | **400 **600 | ***250

Notes:

*Combined value for drive and filter.

**Estimated for a cabinet that can house the filter.

***Estimated combined weight of cabinet and filter.

Sine filters with ACS800 drives
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ACS800-04 and sine filters

Installation, enclosure and cooling (Frames R2 ... R6)

Sine filters for ACS800-04 (Frames R2 ... R6) are available in IPO0 and I1P23. IPOO
filters must be installed in an adequate enclosure or cabinet to ensure safety. The
free space around the filter must be at least one third (1/3) of dimension A shown in
the dimension drawing on page 44. IP23 filters can be installed side by side. The
filters are cooled by natural convection; it must be made sure that there is enough
cooling air available and that the hot air can freely escape the filter enclosure or

cubicle.

Installation, enclosure and cooling (Frames R7 and R8)

Sine filters for ACS800-04 (Frames R7 and R8) are available as IP0O kits that
include the choke unit, capacitors and cooling fan. The filters must be installed in an
adequate enclosure or cabinet to ensure safety.

The following table lists the contents of the filter kits.

| Filter type | Part designation | Qty | Name | Type Technical data
L40 1 [ Choke module | NSUL0210-6 150 kg
NSIN0210-6 | C41_43.1 3 | AC capacitor B25834-S0226-K*14 22 uF
Y41 1 [ Cooling fan W2E200-HH38-06 230V AC, 50/60 Hz, 67/79 W
L40 1 [ Choke module | NSUL0315-6 150 kg
NSIN0315-6 | C41_43.1 3 | AC capacitor B25834-D7336-K004 33 uF
Y41 1 [ Cooling fan W2E200-HH38-06 230V AC, 50/60 Hz, 67/79 W
L40 1 [ Choke module | NSUL0485-6 160 kg
NSIN0485-6 | C41_43.1 3 | AC capacitor B25834-D7606-K*14-1 | 60 pF
Y41 1 [ Cooling fan W2E200-HH38-06 230 V AC, 50/60 Hz, 67/79 W
L40 1 [ Choke module | NSUL0900-6 370 kg
C41_43.1 3 | AC capacitor B25834-D7826-K**4-1 | 82 pF
NSIN0900-6
Y41 1 | Cooling fan D4E225-CC01-39 230V AC, 50/60 Hz, 2.8 A
1 | Wire set For fan Y41
L40 1 [ Choke module | NSUL1380-6 490 kg
NSIN1380-6 C41_43.1,C41_43.2 6 | AC capacitor B25834-D7606-K*14-1 | 60 pF
Y41 1 [ Cooling fan D4E225-CC01-39 230 V AC, 50/60 Hz, 2.8 A
1 | Wire set For fan Y41

The choke module must be adequately supported, and fixed horizontally (all types)
and vertically (NSIN0210-6, NSIN0315-6, NSIN0485-6).

The capacitors of the filter need not be in the airflow. However, they should not be

installed in the hot region above the choke module. The dimensions of the capacitors
are as follows:

Fiargpe | sl [ Dmetr [ Helghiarcan T Felght ncludng
NSIN0210-6

NSINO315-6 3 99 176 223
NSIN0485-6 3 122 176 223
NSIN0900-6 3 122 248 325
NSIN1380-6 6 122 176 223

Sine filters with ACS800 drives
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The overpressure disconnector can extend the capacitor by 8 mm. Therefore
sufficient space must be left above the terminals when mounting the capacitors.

The capacitors are connected in delta. In NSIN1380-6, two capacitors are connected
in parallel. The minimum cross-sectional area of capacitor wiring is as follows:

. Wire size
Filter type (mm?)
NSIN0210-6, NSIN0315-6, NSIN0485-6 35
NSIN0900-6, NSIN1380-6 50

See the chapter lllustrations for cabinet assembly examples.

The filters are cooled by a fan; the airflow must be directed through the choke unit,
and recirculation prevented e.g. with an air baffle. It must be made sure that there is
enough cooling air available and that the hot air can freely escape the filter
enclosure or cubicle.

The cooling fan must be provided with a 230 V AC supply.

Motor cabling

For frames R2 to R6, the length of the cable between the drive and the filter is not
restricted. For frames R7 and R8, the maximum length is 5 metres; if the required
length exceeds 5 metres, du/dt filters must be used at the drive output.

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of
the drive.

Rating table for ACS800-04 drives with a sine filter

* is- Air flow *Noi
Aggt\}lgot-)(/)’f _| Frame | Filter type Jeontmax | Peontmax :Ii?atﬁd;: Drive | Filter | Total :L?’I:f E’ig;i;:': Height | Width | Depth | Weight
A KW w m3h | m¥h | m¥h | dBA IPxx mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415 V
0005-3 R2 NSIN0006-5| 8.5 3 180 35 - 35 67 IP00/IP23 | 160/234 | 155/230 | 120/170 6/9
0011-3 R3 NSIN0016-5 19 7.5 350 69 - 69 68 IP00/IP23 | 280/460 | 240/470 | 190/270( 15/26
0016-3 R3 | NSIN0020-5| 25 1 450 69 - 69 68 IP00/IP23 | 280/460 | 240/470 | 200/270( 19/30
0020-3 R3 | NSIN0025-5| 33 15 560 69 - 69 68 IPO0/IP23 | 280/460 | 240/470 | 210/270( 21/32
0023-3 R3 | NSIN0030-5| 39 18.5 630 69 - 69 69 IP00/IP23 | 280/460 | 240/470 | 220/270 | 26/37
0025-3 R4 NSIN0030-5 44 22 630 103 - 103 69 IP00/IP23 | 280/460 | 240/470 | 220/270 | 26/37
0030-3 R4 NSIN0040-5 54 26 730 103 - 103 69 IP00/IP23 | 315/460 | 300/470 | 228/270 | 34/45
0035-3 R4 NSIN0040-5 58 28 730 103 - 103 69 IP00/IP23 | 315/460 | 300/470 | 228/270 | 34/45
0040-3 R5 | NSIN0050-5 72 35 950 250 - 250 73 IP00/IP23 | 315/510 | 300/580 | 240/325 | 37/53
0050-3 R5 | NSIN0060-5 86 42 1100 250 - 250 73 IP00/IP23 | 320/510 | 300/580 | 270/325 | 53/69
0060-3 R5 | NSIN0070-5| 102 52 1500 250 - 250 73 IP00/IP23 | 415/510 | 360/580 | 210/325 | 66/82
0075-3 R5 NSINO0100-5 | 125 63 1800 250 - 250 75 IP00/IP23 | 415/620 | 360/700 | 225/425 | 69/99
0070-3 R6 NSINO100-5 | 141 7 1800 405 - 405 75 IP00/IP23 | 415/620 | 360/700 | 225/425 | 69/99
0100-3 R6 | NSIN0120-5| 164 84 2200 405 - 405 75 IPO0/IP23 | 415/620 | 360/700 | 240/425 | 75/105
0120-3 R6 | NSIN0140-5| 199 102 2700 405 - 405 75 IP00/IP23 | 450/620 | 400/700 | 500/525 | 120/165
0135-3 R6 NSIN0315-6 | 220 110 3900 405 700 | 1105 79 IPOO 2060 400 600 230
0205-3 R6 NSIN0315-6 | 260 130 5500 405 700 | 1105 79 IPOO 2060 400 600 230
0140-3 R7 NSIN0315-6 | 206 100 4100 540 700 | 1240 79 IPOO **2060 **400 **600 ***230
0170-3 R7 | NSIN0315-6 | 248 120 4900 540 700 | 1240 79 IPOO **2060 [ **400 **600 | ***230

Notes:

*Combined value for drive and filter.
**Estimated for a cabinet that can house the filter.
***Estimated combined weight of cabinet and filter.
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*Combined value for drive and filter.
**Estimated for a cabinet that can house the filter.
***Estimated combined weight of cabinet and filter.

* is- Air flow *Noi
Aggg&%ﬁiu Frame | Filter type leontmar | Peontmax Ei:aatﬁdOI'? Drive | Filter | Total ::":Ie I?"i%;e;ig: Height | Width | Depth | Weight
A kW w m3h | m¥%h | m¥%h | dBA IPxx mm mm mm kg
0210-3 R7 | NSIN0315-6 | 266 130 5600 540 | 700 | 1240 79 IPO0 **2060 | **400 **600 | ***230
0260-3 R8 | NSIN0485-6 | 445 215 8800 1220 | 700 | 1920 80 1PO0 **2060 | **400 *600 | ***250
0320-3 R8 | NSIN0900-6 | 521 250 9700 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0400-3 R8 | NSIN0900-6 | 602 295 11100 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0440-3 R8 | NSIN0900-6 | 693 340 12100 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0490-3 R8 | NSIN0900-6 | 720 350 12600 1220 | 2000 | 3220 80 IPO0 **2120 | **1000 | **640 | ***690
Three-phase supply voltage 380 V, 400 V, 415V, 440V, 460 V, 480 V or 500 V
0006-5 R2 | NSINO006-5| 8.1 4.4 200 35 - 35 67 IPO0/IP23 | 160/234 | 155/230 | 120/170 6/9
0016-5 R3 | NSIN0OO16-5| 19 1 440 69 - 69 68 IPO0/IP23 | 280/460 | 240/470 | 190/270 | 15/26
0020-5 R3 | NSIN0020-5| 25 15 550 69 - 69 68 IPO0/IP23 | 280/460 | 240/470 | 200/270 | 19/30
0025-5 R3 | NSIN0025-5| 33 20 600 69 - 69 68 IPO0/IP23 | 280/460 | 240/470 | 210/270 | 21/32
0028-5 R3 | NSIN0025-5| 37 23 600 69 - 69 68 IPO0/IP23 | 280/460 | 240/470 | 210/270 | 21/32
0030-5 R4 | NSINO030-5| 42 26 700 103 - 103 69 IPO0/IP23 | 280/460 | 240/470 | 220/270 | 26/37
0040-5 R4 | NSINO040-5| 47 29 900 103 - 103 69 IPO0/IP23 | 315/460 | 300/470 | 228/270 | 34/45
0045-5 R4 | NSINO040-5| 56 34 900 103 - 103 69 IPO0/IP23 | 315/460 | 300/470 | 228/270 | 34/45
0050-5 R5 | NSINO050-5| 65 40 1100 250 - 250 73 IP00/IP23 | 315/510 | 300/580 | 240/325| 37/53
0060-5 R5 | NSINO060-5| 79 48 1300 250 - 250 73 IP00/IP23 | 320/510 | 300/580 | 270/325| 53/69
0070-5 R5 | NSINOO70-5| 94 60 1800 250 - 250 73 IPO0/IP23 | 415/510 | 360/580 | 210/325| 66/82
0105-5 R5 | NSINO100-5| 125 78 2500 250 - 250 75 IPO0/IP23 | 415/620 | 360/700 | 225/425| 69/99
0100-5 R6 | NSINO100-5| 124 78 2300 405 - 405 75 IPO0/IP23 | 415/620 | 360/700 | 225/425| 69/99
0120-5 R6 | NSINO120-5| 155 99 2500 405 - 405 75 IP0O0/IP23 | 415/620 | 360/700 | 240/425| 75/105
0140-5 R6 | NSINO140-5| 177 114 3500 405 - 405 75 IP00/IP23 | 450/620 | 400/700 | 500/525 | 120/165
0165-5 R6 | NSIN0315-6 | 196 125 4300 405 | 700 | 1105 79 IP0O0 2060 400 600 230
0255-5 R6 | NSIN0315-6 | 260 160 6100 405 | 700 | 1105 79 IPO0 2060 400 600 230
0170-5 R7 | NSIN0315-6 | 196 125 4300 540 | 700 | 1240 79 IPO0 **2060 | **400 **600 | ***230
0210-5 R7 | NSIN0315-6 | 245 150 5400 540 | 700 | 1240 79 IPO0 **2060 | **400 **600 | ***230
0260-5 R7 | NSIN0315-6 | 258 160 6200 540 | 700 | 1240 79 IP0O0 **2060 | **400 **600 | ***230
0320-5 R8 | NSIN0485-6 | 440 275 9600 1220 | 700 | 1920 80 1PO0 **2060 | **400 **600 | ***250
0400-5 R8 | NSIN0900-6 | 515 320 11100 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0440-5 R8 | NSIN0900-6 | 550 345 11100 1220 | 2000 | 3220 80 IP0O0 **2120 | **1000 | **640 | ***690
0490-5 R8 | NSIN0900-6 | 602 375 11900 1220 | 2000 | 3220 80 IPO0 **2120 | **1000 | **640 | ***690
0550-5 R8 | NSIN0900-6 | 684 430 13400 1220 | 2000 | 3220 80 IPO0 **2120 | **1000 | **640 | ***690
0610-5 R8 | NSIN0900-6 | 700 440 14100 1220 | 2000 | 3220 80 IPO0 **2120 | **1000 | **640 | ***690
Three-phase supply voltage 525 V, 550 V, 575V, 600 V, 660 V, or 690 V
0011-7 R4 | NSIN0011-7 13 10.6 400 103 - 103 67 IPO0/IP23 | 280/460 | 240/470 | 190/270| 20/31
0016-7 R4 | NSIN0020-7 | 17 14 460 103 - 103 67 IPO0/IP23 | 280/460 | 240/470 | 220/270( 26/37
0020-7 R4 | NSIN0020-7 | 22 18 560 103 - 103 68 IPO0/IP23 | 280/460 | 240/470 | 220/270( 26/37
0025-7 R4 | NSIN0025-7 | 25 21 650 103 - 103 68 IPO0/IP23 | 320/510 | 300/580 | 222/325| 35/51
0030-7 R4 | NSIN0O040-7 | 31 26 740 103 - 103 69 IPO0/IP23 | 320/510 | 300/580 | 235/325( 40/56
0040-7 R4 | NSIN0O040-7 | 34 29 820 103 - 103 70 IP00/IP23 | 320/510 | 300/580 | 235/325( 40/56
0050-7 R5 | NSINO060-7 | 48 40 1000 250 - 250 73 IPO0/IP23 | 330/510 | 300/580 | 275/325( 57/73
0060-7 R5 | NSIN0O060-7 | 52 46 1200 250 - 250 73 IPO0/IP23 | 330/510 | 300/580 | 275/325( 57/73
0070-7 R6 | NSIN0OO70-7| 79 69 1500 405 - 405 75 IPO0/IP23 | 415/510 | 360/580 | 240/325| 75/91
0100-7 R6 | NSINO120-7| 93 82 1900 405 - 405 75 IPO0/IP23 | 500/510 | 420/580 | 290/325 | 126/142
0120-7 R6 | NSINO120-7 | 104 92 2300 405 - 405 75 IPO0/IP23 | 500/510 | 420/580 | 290/325 | 126/142
0145-7 R6 | NSIN0210-6 | 134 113 3800 405 | 700 | 1105 79 IP0O0 2060 400 600 250
0175-7 R6 | NSIN0210-6 | 148 125 4700 405 | 700 | 1105 79 IP0O0 2060 400 600 250
0140-7 R7 | NSIN0210-6 | 130 115 4000 540 | 700 | 1240 78 IPO0 **2060 | **400 **600 | ***250
0170-7 R7 | NSIN0210-6 | 142 125 4800 540 | 700 | 1240 79 IPO0 **2060 | **400 **600 | ***250
0210-7 R7 | NSIN0210-6 | 169 150 6000 540 | 700 | 1240 79 IP0O0 **2060 | **400 **600 | ***250
0320-7 R8 | NSIN0485-6 | 315 280 9000 1220 | 700 | 1920 80 1P0O0 **2060 | **400 **600 | ***250
0400-7 R8 | NSIN0485-6 | 336 300 9700 1220 | 700 | 1920 80 1P0O0 **2060 | **400 **600 | ***250
Notes:

Sine filters with ACS800 drives




23

*Heat dis- Air flow *Noise | Degree of . . .
i Fontmax | Peontmax P - - ; Height | Width | Depth | Weight
A(I:Dgt‘}lgot-)(,)g? Frame | Filter type . * sipation | prive | Filter | Total | level | protection 9 P 9
A kw w m3h | m¥%h | m¥%h | dBA IPxx mm mm mm kg
0440-7 R8 NSIN0485-6 | 367 330 10700 1220 | 700 | 1920 80 IPOO **2060 **400 **600 ***250
0550-7 R8 NSIN0485-6 | 444 395 12300 1220 | 700 | 1920 80 IPOO **2060 **400 **600 ***250
Notes:
*Combined value for drive and filter.
**Estimated for a cabinet that can house the filter.
***Estimated combined weight of cabinet and filter.

Sine filters with ACS800 drives
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ACS800-07 and sine filters

Enclosure and cooling

ACSB800-07 sine filter drives have the filter fitted in a separate cubicle, protected to
IP21, IP22, IP42, IP54 or IP54R.

The filters have a dedicated cooling fan that rotates whenever the drive is powered.
As standard, fan and filter overtemperature switches are wired to stop the drive by
breaking the DIIL (start interlock) circuit on the RMIO control board.

Motor cabling

The motor cabling is done from the sine filter cubicle of the drive cabinet. The
connection points are visible in the drawings in the chapter /llustrations.

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of

the drive.

Rating table for ACS800-07 sine filter drives

Heat dis-

Noise

*Applies to drives protected to IP21 with bottom cable entry/exit.

Agg;/g ot_‘(l)l;‘_g Frame Filter type Fontmax | Peontmax sipation Air flow level *Height | *Width | *Depth | Weight
A kw kW m3/h dBA mm mm mm kg
Three-phase supply voltage 380 V, 400 V or 415 V
0140-3 R7 NSIN0315-6 206 100 4 1240 79 2130 1230 646 650
0170-3 R7 NSIN0315-6 248 120 5 1240 79 2130 1230 646 650
0210-3 R7 NSIN0315-6 266 130 6 1240 79 2130 1230 646 650
0260-3 R8 NSIN0485-6 445 215 9 1920 80 2130 1230 646 800
0320-3 R8 NSIN0900-6 521 250 10 3220 80 2130 1830 646 1200
0400-3 R8 NSIN0900-6 602 295 11 3220 80 2130 1830 646 1200
0440-3 R8 NSIN0900-6 693 340 12 3220 80 2130 1830 646 1200
0490-3 R8 NSIN0900-6 720 350 13 3220 80 2130 1830 646 1200
0610-3 1xD4 + 2xR8i NSIN1380-6 879 430 17 5120 81 2130 2330 646 1700
0770-3 2xD4 + 2xR8i NSIN1380-6 1111 555 23 5840 81 2130 2630 646 2000
0870-3 2xD4 + 2xR8i NSIN1380-6 1255 630 25 5840 81 2130 2630 646 2000
1030-3 2xD4 + 2xR8i | 2xNSIN0900-6 | 1452 725 31 7840 82 2130 3830 646 2600
1230-3 2xD4 + 3xR8i | 2xNSIN1380-6 | 1770 885 36 9040 82 2130 4030 646 2600
1540-3 3xD4 + 3xR8i | 2xNSIN1380-6 | 2156 1080 46 9760 82 2130 4230 646 3100
1850-3 3xD4 + 4xR8i | 3xNSIN1380-6 | 2663 1330 56 12960 83 2130 5630 646 4200
Three-phase supply voltage 380V, 400 V, 415V, 440 V, 460 V, 480 V or 500 V
0170-5 R7 NSIN0315-6 196 125 4 1240 79 2130 1230 646 650
0210-5 R7 NSIN0315-6 245 150 5 1240 79 2130 1230 646 650
0260-5 R7 NSIN0315-6 258 160 6 1240 79 2130 1230 646 650
0320-5 R8 NSIN0485-6 440 275 10 1920 80 2130 1230 646 800
0400-5 R8 NSIN0900-6 515 320 1 3220 80 2130 1830 646 1200
0440-5 R8 NSIN0900-6 550 345 11 3220 80 2130 1830 646 1200
0490-5 R8 NSIN0900-6 602 375 12 3220 80 2130 1830 646 1200
0550-5 R8 NSIN0900-6 684 430 13 3220 80 2130 1830 646 1200
0610-5 R8 NSIN0900-6 700 440 14 3220 80 2130 1830 646 1200
0760-5 1xD4 + 2xR8i NSIN1380-6 883 565 20 5120 81 2130 2330 646 1700
0910-5 2xD4 + 2xR8i NSIN1380-6 1050 675 24 5840 81 2130 2630 646 2000
1090-5 2xD4 + 2xR8i NSIN1380-6 1258 805 28 5840 81 2130 2630 646 2000
1210-5 2xD4 + 2xR8i | 2xNSIN0900-6 | 1372 880 33 7840 82 2130 3830 646 2600
1540-5 2xD4 + 3xR8i | 2xNSIN1380-6 | 1775 1135 41 9040 82 2130 4030 646 2600
Note:
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A ggiggotz);;i ) Frame Fiter type | o | Peonres ':f:;tf'; Air flow 'f:\;zf *Height | *Width | *Depth | Weight
A kW kw m3h dBA mm mm mm kg

1820-5 3xD4 + 3xR8i | 2xNSIN1380-6 | 2037 1305 48 9760 82 2130 4230 646 3100
2310-5 3xD4 + 4xR8i | 3xNSIN1380-6 | 2670 1710 63 12960 83 2130 5630 646 4200

Three-phase supply voltage 525V, 550 V, 575V, 600 V, 660 V, or 690 V
0140-7 R7 NSIN0210-6 130 115 4 1240 78 2130 1230 646 650
0170-7 R7 NSIN0210-6 142 125 5 1240 79 2130 1230 646 650
0210-7 R7 NSIN0210-6 169 150 6 1240 79 2130 1230 646 650
0320-7 R8 NSIN0485-6 315 280 9 1920 80 2130 1230 646 800
0400-7 R8 NSIN0485-6 336 300 10 1920 80 2130 1230 646 800
0440-7 R8 NSIN0485-6 367 330 1" 1920 80 2130 1230 646 800
0550-7 R8 NSIN0485-6 444 395 12 1920 80 2130 1230 646 800
0750-7 1xD4 + 2xR8i NSIN0900-6 628 575 20 5120 81 2130 2330 646 1600
0870-7 1xD4 + 2xR8i NSIN0900-6 729 665 24 5120 81 2130 2330 646 1600
1060-7 1xD4 + 2xR8i NSIN1380-6 885 810 27 5120 81 2130 2330 646 1700
1160-7 2xD4 + 2xR8i NSIN1380-6 953 870 30 5840 81 2130 2630 646 2000
1500-7 2xD4 + 3xR8i | 2xNSIN0900-6 1258 1150 39 9040 82 2130 4030 646 2800
1740-7 2xD4 + 3xR8i | 2xNSIN0900-6 1414 1290 45 9040 82 2130 4030 646 2800
2120-7 2xD4 + 4xR8i | 2xNSIN1380-6 1774 1620 56 10240 82 2130 4430 646 3200
2320-7 3xD4 + 4xR8i | 2xNSIN1380-6 | 1866 1705 60 10960 82 2130 4630 646 3400
2900-7 3xD4 + 5xR8i [ 2xNSIN1380-6 | 2321 2070 72 14160 83 2130 5830 646 4300
3190-7 3xD4 + 6xR8i | 3xNSIN1380-6 | 2665 2435 82 15360 83 2130 6030 646 4500
3490-7 4xD4 + 6xR8i | 3xNSIN1380-6 2770 2530 89 16080 83 2130 6430 646 4800

Note:

*Applies to drives protected to IP21 with bottom cable entry/exit.

Sine filters with ACS800 drives
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ACS800-11 and sine filters

Installation, enclosure and cooling

Sine filters for ACS800-11 are available in IPO0 and IP23. IP0O filters must be
installed in an adequate enclosure or cabinet to ensure safety. The free space
around the filter must be at least one third (1/3) of dimension A shown in the
dimension drawing on page 44. IP23 filters can be installed side by side. The filters
are cooled by natural convection; it must be made sure that there is enough cooling
air available and that the hot air can freely escape the filter enclosure or cubicle.

Motor cabling

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of
the drive.

Rating table for ACS800-11 sine filter drives

. 22;; o“ﬁe Frame Filter type Fontmax | Pontmax "s'f:a‘tf';i Air flow 'I'e"\;:f *Height | *Width | *Depth | Weight
A kw kW m3/h dBA mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415 V
0016-3 R5 NSIN0025-5 34 15 670 350 73 280/460 | 240/470 | 210/270 | 21/32
0020-3 R5 NSIN0030-5 38 19 750 350 73 280/460 | 240/470 | 220/270 | 26/37
0025-3 R5 NSIN0030-5 47 22 860 350 73 280/460 | 240/470 | 220/270 | 26/37
0030-3 R5 NSIN0040-5 59 30 1120 350 73 315/460 | 300/470 | 228/270 | 34/45
0040-3 R5 NSIN0050-5 72 37 1350 350 73 315/510 | 300/580 | 240/325 | 37/53
0050-3 R5 NSIN0060-5 86 45 1590 350 73 320/510 | 300/580 | 270/325 | 53/69
0060-3 R6 NSIN0100-5 120 55 2060 450 76 415/620 | 360/700 | 225/425 | 69/99
0070-3 R6 NSIN0100-5 150 75 2700 450 76 415/620 | 360/700 | 225/425 | 69/99
0100-3 R6 NSIN0120-5 165 90 3000 450 76 415/620 | 360/700 | 240/425 | 75/105

Three-phase supply voltage 380 V, 400 V, 415V, 440 V, 460 V, 480 V or 500 V
0020-5 R5 NSIN0020-5 31 19 760 350 73 280/460 | 240/470 | 200/270 | 19/30
0025-5 R5 NSIN0025-5 36 22 900 350 73 280/460 | 240/470 | 210/270 | 21/32
0030-5 R5 NSIN0030-5 47 30 1100 350 73 280/460 | 240/470 | 220/270 | 26/37
0040-5 R5 NSIN0040-5 58 37 1300 350 73 315/460 | 300/470 | 228/270 | 34/45
0050-5 R5 NSIN0050-5 70 45 1600 350 73 315/510 | 300/580 | 240/325 | 37/53
0060-5 R5 NSINO060-5 82 55 1900 350 73 320/510 | 300/580 | 270/325 | 53/69
0070-5 R6 NSIN0100-5 120 75 2700 405 76 415/620 | 360/700 | 225/425 | 69/99
0100-5 R6 NSIN0100-5 139 90 3100 405 76 415/620 | 360/700 | 225/425 | 69/99
0120-5 R6 NSIN0120-5 156 110 3600 405 76 415/620 | 360/700 | 240/425 | 75/105

Three-phase supply voltage 525 V, 550 V, 575V, 600 V, 660 V, or 690 V
0060-7 R6 NSIN0060-7 52 55 1900 405 76 330/510 | 300/580 | 275/325 | 57/73
0070-7 R6 NSINO070-7 79 75 2600 405 76 415/510 | 360/580 | 240/325 | 75/91
0100-7 R6 NSIN0120-7 93 90 3100 405 76 500/510 | 420/580 | 290/325 | 126/142

Note:

*Applies to drives protected to IP21 with bottom cable entry/exit.
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ACSB800-17 sine filter drives have the filter fitted in a separate cubicle, protected to
IP21, IP22, IP42, IP54 or IP54R.

The filters have a dedicated cooling fan that rotates whenever the drive is powered.
As standard, fan and filter overtemperature switches are wired to stop the drive by
breaking the DIIL (start interlock) circuit on the RMIO control board.

Motor cabling

The motor cabling is done from the sine filter cubicle of the drive cabinet. The
connection points are visible in the drawings in the chapter /llustrations.

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of

the drive.

Rating table for ACS800-17 sine filter drives

*Height

oot || e || P Snton | dow | e | 72122 | T PSR wn | o | JSEL | woigh
A kW kW m3h dBA mm mm mm mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415 V
0140-3 R7i NSIN0315-6 202 110 7,0 2000 80 2130 2315 2051 1030 646 646 650
0170-3 R7i NSIN0315-6 250 132 8,1 2000 80 2130 2315 2051 1030 646 646 650
0210-3 R8i NSIN0485-6 292 160 9,3 3860 81 2130 2315 2051 1630 646 646 ** 1200
0260-3 R8i NSIN0485-6 370 200 12 3860 81 2130 2315 2051 1630 646 646 ** 1200
0320-3 R8i NSIN0900-6 469 250 15 5160 81 2130 2315 2051 2230 646 646 ** 1650
0390-3 R8i NSIN0900-6 565 315 19 5160 81 2130 2315 2051 2230 646 646 ** 1650
0490-3 R8i NSIN0900-6 704 400 26 5160 81 2130 2315 2051 2230 646 646 ** 1650
0640-3 2x R8i| NSIN1380-6 919 500 29 8400 82 2130 2315 2051 3430 646 776 2750
0770-3 2x R8i| NSIN1380-6 111 630 37 8400 82 2130 2315 2051 3430 646 776 2750
0960-3 2x R8i| 2xNSIN0900-6 | 1379 | 800 50 10400 82 2130 2315 2051 4730 646 776 3400
1070-3 3x R8i| 2xNSIN1380-6 | 1535 | 900 53 14240 83 2130 2315 2051 5530 646 776 4550
1370-3 3x R8i | 2xNSIN1380-6 | 1978 | 1200 73 14240 83 2130 2315 2051 5530 646 776 4550
1810-3 4x R8i| 3xNSIN1380-6 | 2610 | 1600 96 18800 83 2130 2315 2051 7130 646 776 5850

Three-phase supply voltage 380 V, 400 V, 415V, 440V, 460 V, 480 V or 500 V
0170-5 R7i NSIN0315-6 200 132 7.2 2000 80 2130 2315 2051 1030 646 646 650
0210-5 R7i NSIN0315-6 245 160 8,9 2000 80 2130 2315 2051 1030 646 646 650
0260-5 R8i NSIN0485-6 302 200 1 3860 81 2130 2315 2051 1630 646 646 ** 1200
0320-5 R8i NSIN0485-6 365 250 13 3860 81 2130 2315 2051 1630 646 646 ** 1200
0400-5 R8i NSIN0900-6 455 315 16 5160 81 2130 2315 2051 2230 646 646 ** 1650
0460-5 R8i NSIN0900-6 525 355 18 5160 81 2130 2315 2051 2230 646 646 ** 1650
0510-5 R8i NSIN0900-6 595 400 21 5160 81 2130 2315 2051 2230 646 646 ** 1650
0580-5 R8i NSIN0900-6 670 500 26 5160 82 2130 2315 2051 2230 646 646 1650
0780-5 2x R8i| NSIN1380-6 892 630 30 8400 82 2130 2315 2051 3430 646 776 2750
0870-5 2x R8i| NSIN1380-6 1005 | 710 37 8400 82 2130 2315 2051 3430 646 776 2750
1140-5 2x R8i| 2xNSIN0900-6 | 1313 | 900 50 10400 83 2130 2315 2051 4730 646 776 3400
1330-5 3x R8i| 2xNSIN1380-6 | 1528 | 1120 53 14240 83 2130 2315 2051 5530 646 776 4550
1640-5 3x R8i| 2xNSIN1380-6 | 1884 | 1400 73 14240 83 2130 2315 2051 5530 646 776 4550
2160-5 4x R8i| 3xNSIN1380-6 | 2486 | 1800 96 18800 83 2130 2315 2051 7130 646 776 5850

Note:
*Applies to drives protected to IP21 with bottom cable entry/exit.
** 776 mm If 1st. enviroment and common motor terminal not used
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il . . *Height | ., . - *
AD(:riS\I:()z?;. Frame| Filter type Jeontmax | Peontmax ﬁ?:;t?cl‘?‘ fﬁ-’l‘:" T;;:f IPZ‘;ZZZ/ T;aht :;I:?‘g;t “Width | *Depth t'-li::f 2:(?t Weight
A kW kW m3/h dBA mm mm mm mm mm mm kg
Three-phase supply voltage 525V, 550 V, 575V, 600 V, 660 V, or 690 V
0160-7 R7i NSIN0210-6 132 110 8,2 2000 79 2130 2315 2051 1030 646 646 650
0200-7 R7i NSIN0210-6 150 132 9,5 2000 79 2130 2315 2051 1030 646 646 650
0260-7 R8i NSIN0315-6 201 200 13 3860 80 2130 2315 2051 1630 646 646 ** 1200
0320-7 R8i NSIN0315-6 279 250 17 3860 80 2130 2315 2051 1630 646 646 ** 1200
0400-7 R8i NSIN0485-6 335 315 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0440-7 R8i NSIN0485-6 382 355 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0540-7 R8i NSIN0485-6 447 450 24 3860 81 2130 2315 2051 1630 646 646 ** 1200
0790-7 2x R8i| NSIN0900-6 659 630 39 8400 81 2130 2315 2051 3430 646 776 1900
0870-7 2x R8i| NSIN0900-6 729 710 39 8400 81 2130 2315 2051 3430 646 776 1900
1050-7 2x R8i| NSIN1380-6 876 900 46 8400 82 2130 2315 2051 3430 646 776 2750
1330-7 3x R8i| NSIN1380-6 1112 | 1120 59 12240 82 2130 2315 2051 4230 646 776 3800
1510-7 3x R8i| 2xNSIN0900-6 | 1256 | 1250 68 14240 82 2130 2315 2051 5530 646 776 4450
1980-7 4x R8i| 2xNSIN1380-6 | 1657 | 1700 90 16800 83 2130 2315 2051 6130 646 776 5100
2780-7 5x R8i| 3xNSIN1380-6 | 2321 | 2300 117 23920 83 2130 2315 2051 8430 646 776 7050
2940-7 6x R8i| 3xNSIN1380-6 | 2460 | 2500 133 25200 83 2130 2315 2051 8630 646 776 7200
Note:

*Applies to drives protected to IP21 with bottom cable entry/exit.
** 776 mm If 1st. enviroment and common motor terminal not used
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ACS800-31 and sine filters

Installation, enclosure and cooling

Sine filters for ACS800-01 are available in IPO0 and IP23. IPOO filters must be
installed in an adequate enclosure or cabinet to ensure safety. The free space
around the filter must be at least one third (1/3) of dimension A shown in the
dimension drawing on page 44. IP23 filters can be installed side by side. The filters
are cooled by natural convection; it must be made sure that there is enough cooling
air available and that the hot air can freely escape the filter enclosure or cubicle.

Motor cabling

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of
the drive.

Rating table for ACS800-31 sine filter drives

A ggiggotéﬁi ) Frame Filter type | onn | Peonres ':f:;tf'; Air flow 'f:\;:f *Height | *Width | *Depth | Weight
A kW kw m3h dBA mm mm mm kg

Three-phase supply voltage 380 V, 400 V or 415 V
0016-3 R5 NSIN0025-5 34 15 670 350 73 280/460 | 240/470 | 210/270 | 21/32
0020-3 R5 NSIN0030-5 38 19 750 350 73 280/460 | 240/470 | 220/270 | 26/37
0025-3 R5 NSIN0030-5 47 22 860 350 73 280/460 | 240/470 | 220/270 | 26/37
0030-3 R5 NSIN0040-5 59 30 1120 350 73 315/460 | 300/470 | 228/270 | 34/45
0040-3 R5 NSIN0050-5 72 37 1350 350 73 315/510 | 300/580 | 240/325 | 37/53
0050-3 R5 NSIN0060-5 86 45 1590 350 73 320/510 | 300/580 | 270/325 | 53/69
0060-3 R6 NSIN0100-5 120 55 2060 405 76 415/620 | 360/700 | 225/425| 69/99
0070-3 R6 NSIN0100-5 150 75 2700 405 76 415/620 | 360/700 | 225/425 | 69/99
0100-3 R6 NSIN0120-5 165 90 3000 405 76 415/620 | 360/700 | 240/425 | 75/105

Three-phase supply voltage 380 V, 400 V, 415V, 440V, 460 V, 480 V or 500 V
0020-5 R5 NSIN0020-5 31 19 760 350 73 280/460 | 240/470 | 200/270 | 19/30
0025-5 R5 NSIN0025-5 36 22 900 350 73 280/460 | 240/470 | 210/270 | 21/32
0030-5 R5 NSIN0030-5 47 30 1100 350 73 280/460 | 240/470 | 220/270 | 26/37
0040-5 R5 NSIN0040-5 58 37 1300 350 73 315/460 | 300/470 | 228/270 | 34/45
0050-5 R5 NSIN0050-5 70 45 1600 350 73 315/510 | 300/580 | 240/325 | 37/53
0060-5 R5 NSIN0060-5 82 55 1900 350 73 320/510 | 300/580 | 270/325 | 53/69
0070-5 R6 NSIN0100-5 120 75 2700 405 76 415/620 | 360/700 | 225/425 | 69/99
0100-5 R6 NSIN0100-5 139 90 3100 405 76 415/620 | 360/700 | 225/425 | 69/99
0120-5 R6 NSIN0120-5 156 110 3600 405 76 415/620 | 360/700 | 240/425 | 75/105

Three-phase supply voltage 525 V, 550 V, 575V, 600 V, 660 V, or 690 V
0060-7 R6 NSIN0060-7 52 55 1900 405 76 330/510 | 300/580 | 275/325 | 57/73
0070-7 R6 NSIN0070-7 79 75 2600 405 76 415/510 | 360/580 | 240/325 | 75/91
0100-7 R6 NSIN0120-7 93 90 3100 405 76 500/510 | 420/580 | 290/325 | 126/142

Note:

*Applies to drives protected to IP21 with bottom cable entry/exit.
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ACS800-37 and sine filters

Enclosure and cooling

Motor cabling

ACSB800-37 sine filter drives have the filter fitted in a separate cubicle, protected to
IP21, IP22, IP42, IP54 or IP54R.

The filters have a dedicated cooling fan that rotates whenever the drive is powered.
As standard, fan and filter overtemperature switches are wired to stop the drive by
breaking the DIIL (start interlock) circuit on the RMIO control board.

The motor cabling is done from the sine filter cubicle of the drive cabinet. The
connection points are visible in the drawings in the chapter /llustrations.

The cable length between the filter and the motor is not restricted. All other cabling
requirements for the ACS800 also apply to the filters. See the Hardware Manual of

the drive.

Rating table for ACS800-37 sine filter drives

*Height

ADCriSV:Ozg;. Frame| Filter type Jeontmas | Peontmas g?:;t?;?‘ ff:’l‘:" T‘::f IPZ‘;ZZZ/ T;I&ht :;':"5'32‘ “Width | “Depth t'-I’D: gi?t Weight
A kW kW m3/h dBA mm mm mm mm mm mm kg
Three-phase supply voltage 380 V, 400 V or 415 V
0140-3 R7i NSIN0315-6 202 110 7,0 2000 80 2130 2315 2051 1030 646 646 650
0170-3 R7i NSIN0315-6 250 132 8,1 2000 80 2130 2315 2051 1030 646 646 650
0210-3 R8i NSIN0485-6 292 160 9,3 3860 81 2130 2315 2051 1630 646 646 ** 1200
0260-3 R8i NSIN0485-6 370 200 12 3860 81 2130 2315 2051 1630 646 646 ** 1200
0320-3 R8i NSIN0900-6 469 250 15 5160 81 2130 2315 2051 2230 646 646 ** 1650
0390-3 R8i NSIN0900-6 565 315 19 5160 81 2130 2315 2051 2230 646 646 ** 1650
0510-3 R8i NSIN0900-6 730 400 26 5160 81 2130 2315 2051 2230 646 646 ** 1650
0640-3 2x R8i| NSIN1380-6 919 500 29 8400 82 2130 2315 2051 3430 646 776 2750
0770-3 2x R8i| NSIN1380-6 1111 630 37 8400 82 2130 2315 2051 3430 646 776 2750
0960-3 2x R8i | 2xNSIN0900-6 | 1379 | 800 50 10400 82 2130 2315 2051 4730 646 776 3400
1070-3 3x R8i | 2xNSIN1380-6 | 1535 | 900 53 14240 83 2130 2315 2051 5530 646 776 4550
1370-3 3x R8i | 2xNSIN1380-6 | 2056 | 1200 73 14240 83 2130 2315 2051 5530 646 776 4550
Three-phase supply voltage 525V, 550 V, 575V, 600 V, 660 V, or 690 V
0170-7 R7i NSIN0210-6 139 132 8,2 2000 79 2130 2315 2051 1030 646 646 650
0210-7 R7i NSIN0210-6 162 160 9,5 2000 79 2130 2315 2051 1030 646 646 650
0260-7 R8i NSIN0315-6 201 200 13 3860 80 2130 2315 2051 1630 646 646 ** 1200
0320-7 R8i NSIN0315-6 279 250 17 3860 80 2130 2315 2051 1630 646 646 ** 1200
0400-7 R8i NSIN0485-6 335 315 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0440-7 R8i NSIN0485-6 382 355 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0540-7 R8i NSIN0485-6 447 450 24 3860 81 2130 2315 2051 1630 646 646 ** 1200
0790-7 2x R8i [ NSIN0900-6 659 630 39 8400 81 2130 2315 2051 3430 646 776 1900
0870-7 2x R8i [ NSIN0900-6 729 710 39 8400 81 2130 2315 2051 3430 646 776 1900
1160-7 2x R8i| NSIN1380-6 953 900 46 8400 82 2130 2315 2051 3430 646 776 2750
1330-7 3x R8i| NSIN1380-6 1112 | 1120 59 12240 82 2130 2315 2051 4230 646 776 3800
1510-7 3x R8i [ 2xNSIN0900-6 | 1256 | 1250 68 14240 82 2130 2315 2051 5530 646 776 4450
2320-7 4x R8i| 2xNSIN1380-6 | 1866 | 1800 90 16800 83 2130 2315 2051 6130 646 776 5100
2780-7 5x R8i | 3xNSIN1380-6 | 2321 [ 2300 17 23920 83 2130 2315 2051 8430 646 776 7050
3170-7 6x R8i | 3xNSIN1380-6 | 2665 | 2700 133 25200 83 2130 2315 2051 8630 646 776 7200
Note:

*Applies to drives protected to IP21 with bottom cable entry/exit.
** 776 mm If 1st. enviroment and common motor terminal not used

Sine filters with ACS800 drives
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*Height

. Heat dis-| Air Noise *Height | *Height | ,,,. . *Depth .
Drive type i lontimex | Peortmax | ‘sipation | flow | level |'P21/22/| '1pss | |psar | “Width | "Depth | oxit | Weight
ACS800-17- Frame Filter type p 42 P

A kW kW m3h dBA mm mm mm mm mm mm kg

1810-3 4x R8i| 3xNSIN1380-6 | 2610 | 1600 96 18800 83 2130 2315 2051 7130 646 776 5850

Three-phase supply voltage 380 V, 400 V, 415V, 440 V, 460 V, 480 V or 500 V

0170-5 R7i NSIN0315-6 200 132 7,2 2000 80 2130 2315 2051 1030 646 646 650
0210-5 R7i NSIN0315-6 245 160 8,9 2000 80 2130 2315 2051 1030 646 646 650
0260-5 R8i NSIN0485-6 302 200 1" 3860 81 2130 2315 2051 1630 646 646 ** 1200
0320-5 R8i NSIN0485-6 365 250 13 3860 81 2130 2315 2051 1630 646 646 ** 1200
0400-5 R8i NSIN0900-6 455 315 16 5160 81 2130 2315 2051 2230 646 646 ** 1650
0460-5 R8i NSIN0900-6 525 355 18 5160 81 2130 2315 2051 2230 646 646 ** 1650
0510-5 R8i NSIN0900-6 595 400 21 5160 81 2130 2315 2051 2230 646 646 ** 1650
0610-5 R8i NSIN0900-6 700 500 26 5160 82 2130 2315 2051 2230 646 646 ** 1650
0780-5 2x R8i| NSIN1380-6 892 630 30 8400 82 2130 2315 2051 3430 646 776 2750
0870-5 2x R8i| NSIN1380-6 | 1005 | 710 37 8400 82 2130 2315 2051 3430 646 776 2750
1160-5 2x R8i| 2xNSIN0900-6 | 1338 | 900 50 10400 83 2130 2315 2051 4730 646 776 3400

1330-5 3x R8i| 2xNSIN1380-6 | 1528 [ 1120 53 14240 83 2130 2315 2051 5530 646 776 4550

1820-5 3x R8i| 2xNSIN1380-6 | 2037 | 1400 73 14240 83 2130 2315 2051 5530 646 776 4550

2200-5 4x R8i| 3xNSIN1380-6 | 2529 | 1800 96 18800 83 2130 2315 2051 7130 646 776 5850

Three-phase supply voltage 525 V, 550 V, 575 V, 600 V, 660 V, or 690 V

0170-7 R7i NSIN0210-6 139 132 8,2 2000 79 2130 2315 2051 1030 646 646 650
0210-7 R7i NSIN0210-6 162 160 9,5 2000 79 2130 2315 2051 1030 646 646 650
0260-7 R8i NSIN0315-6 201 200 13 3860 80 2130 2315 2051 1630 646 646 ** 1200
0320-7 R8i NSIN0315-6 279 250 17 3860 80 2130 2315 2051 1630 646 646 ** 1200
0400-7 R8i NSIN0485-6 335 315 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
Three-phase supply voltage 525 V, 550 V, 575 V, 600 V, 660 V, or 690 V
0170-7 R7i NSIN0210-6 139 132 8,2 2000 79 2130 2315 2051 1030 646 646 650
0210-7 R7i NSIN0210-6 162 160 9,5 2000 79 2130 2315 2051 1030 646 646 650
0260-7 R8i NSIN0315-6 201 200 13 3860 80 2130 2315 2051 1630 646 646 ** 1200
0320-7 R8i NSIN0315-6 279 250 17 3860 80 2130 2315 2051 1630 646 646 ** 1200
0400-7 R8i NSIN0485-6 335 315 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0440-7 R8i NSIN0485-6 382 355 20 3860 81 2130 2315 2051 1630 646 646 ** 1200
0540-7 R8i NSIN0485-6 447 450 24 3860 81 2130 2315 2051 1630 646 646 ** 1200
0790-7 2x R8i| NSIN0900-6 659 630 39 8400 81 2130 2315 2051 3430 646 776 1900
0870-7 2x R8i| NSIN0900-6 729 710 39 8400 81 2130 2315 2051 3430 646 776 1900
1160-7 2x R8i| NSIN1380-6 953 900 46 8400 82 2130 2315 2051 3430 646 776 2750

1330-7 3x R8i| NSIN1380-6 1112 | 1120 59 12240 82 2130 2315 2051 4230 646 776 3800

1510-7 3x R8i | 2xNSIN0900-6 | 1256 | 1250 68 14240 82 2130 2315 2051 5530 646 776 4450

2320-7 4x R8i| 2xNSIN1380-6 | 1866 | 1800 90 16800 83 2130 2315 2051 6130 646 776 5100

2780-7 5x R8i| 3xNSIN1380-6 | 2321 | 2300 17 23920 83 2130 2315 2051 8430 646 776 7050

3170-7 6x R8i | 3xNSIN1380-6 | 2665 | 2700 133 25200 83 2130 2315 2051 8630 646 776 7200

Note:
*Applies to drives protected to IP21 with bottom cable entry/exit.
** 776 mm If 1st. enviroment and common motor terminal not used

Sine filters with ACS800 drives
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NSIN0006-5...NSIN0140-5, NSIN0011-7...NSIN0120-7

Dimensions
IPO0O
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Filter type Dimensions (mm) Fixing Weight
A B C D E (kg)
NSIN0006-5 155 120 160 130 71 M5 55
NSIN0016-5 240 190 280 190 105 M6 14.5
NSIN0020-5 240 200 280 190 105 M6 19
NSIN0025-5 240 210 280 190 115 M6 21
NSIN0030-5 240 220 280 190 125 M6 25.5
NSIN0040-5 300 228 315 240 133 M8 33.5
NSIN0050-5 300 240 315 240 145 M8 37
NSIN0060-5 300 270 320 240 172 M8 53
NSIN0070-5 360 210 415 264 125 M8 66
NSIN0100-5 360 225 415 264 140 M10 69
NSIN0120-5 360 240 415 264 154 M10 75
NSIN0140-5 400 500 450 320 450 M10 120
NSIN0011-7 240 200 280 190 105 M10 20
NSIN0020-7 240 220 280 190 125 M10 25.5
NSIN0025-7 300 235 320 240 133 M10 39
NSIN0040-7 300 247 320 240 145 M10 41.5
NSIN0060-7 300 275 330 240 171 M10 57
NSIN0070-7 360 240 415 264 138 M10 74.5
NSIN0120-7 420 290 500 316 173 M10 125.5

lllustrations
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IP23
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. Dimensions (mm) Weight

Filter type A 5 c D E 5 (kg)
NSIN0006-5 230 250 210 167 200 24 9.2
NSIN0016-5 470 270 460 446 200 40 25.5
NSIN0020-5 470 270 460 446 200 40 30
NSIN0025-5 470 270 460 446 200 40 32
NSIN0030-5 470 270 460 446 200 40 36.5
NSIN0040-5 470 270 460 446 200 40 44.5
NSINO0050-5 580 325 510 550 255 40 53
NSIN0060-5 580 325 510 550 255 40 69
NSIN0070-5 580 325 510 550 255 40 82
NSINO100-5 580 325 510 550 255 40 85
NSIN0120-5 700 425 620 660 325 40 105
NSIN0140-5 700 525 620 660 425 40 165
NSINO011-7 470 270 460 446 200 40 31
NSIN0020-7 470 270 460 446 200 40 36.5
NSIN0025-7 580 325 510 550 255 40 55
NSINO0040-7 580 325 510 550 255 40 57.5
NSINO060-7 580 325 510 550 255 40 73
NSINO070-7 580 325 510 550 255 40 90.5
NSIN0120-7 580 325 510 550 255 40 141.5

lllustrations



46

Photographs
IP0O0 (example)

1P23 (example)

lllustrations
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IP23, cover removed (example)

lllustrations



